
Passive Loopback Test Adapter

Driving Your Next Generation DataCenter
PRODUCTS

SFP
QSFP

The electrical passive loopbacks from 10Gtek intend to support Datacom, Infiniband, Fiber Channel applications, which provides a method for port operations 

testing in board and system. They are hot pluggable, constructed of metal cast for excellent EMI performance. 10Gtek provides extensive loopbacks on SFP+, 

SFP28, QSFP+, QSFP28 and QSFP-DD.

The 10Gtek passive electrical loopbacks are used for testing transceiver ports in board level test. The electrical loopback provides a cost effective low 

loss method for port testing. These loopbacks are packaged in a standard MSA housing compatible with all SFP+/SFP28/QSFP+/QSFP28 ports. 

Transmit data from the host is electrically routed (internal to the loopback module) to the receive data outputs and back to the host. Since the 

loopback module does not contain laser diodes, photodiodes, laser driver or trans impedance amplifier chips, etc., it provides an economical way 

to exercise the ports during R&D validation, production testing and field testing. 

LOOPBACK

CAB-ZQP-LB0

CAB-ZQP-LB3.5

CAB-ZQP-LB5

QSFP28 electrical passive loopback 0dB     

QSFP28 electrical passive loopback 3.5dB

QSFP28 electrical passive loopback 5dB

CAB-ZQP-LB0PL1

CAB-ZQP-LB0PL2.5

CAB-ZQP-LB0PL3.5

Part Number                             Description      

QSFP28 electrical passive loopback 0dB, 1W

QSFP28 electrical passive loopback 0dB, 2.5W

QSFP28 electrical passive loopback 0dB, 3.5W

        Part Number                                      Description     

QSFP28 Loopback
Description

Parameter

Thickness
of Gold-finger

      15 µ

Durability
Cycles

500 Times

Attenuation 
Option

Operating 
Temperature

0~70°C

Supply 
Voltage

3.15~3.45 V

Data Rate

100 Gbps

Impedance

100±10 Ω

Power Option

0~5.0 dB 0~3.5 W
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Description

Parameter

Thickness
of Gold-finger

       15 µ

Durability
Cycles

500 Times

Attenuation 
Option

Operating 
Temperature

 0~70°C

Supply 
Voltage

3.15~3.45 V

Data Rate

40 Gbps

Impedance

100±10 Ω

Power Option

0~5.0 dB

QSFP+ Loopback

SFP28 Loopback

CAB-QSFP-LB0

CAB-QSFP-LB3.5

CAB-QSFP-LB5

QSFP electrical passive loopback 0dB     

QSFP electrical passive loopback 3.5dB

QSFP electrical passive loopback 5dB

CAB-QSFP-LB0PL1

CAB-QSFP-LB0PL2.5

CAB-QSFP-LB0PL3.5

Part Number                             Description      

QSFP electrical passive loopback 0dB, 1W

QSFP electrical passive loopback 0dB, 2.5W

QSFP electrical passive loopback 0dB, 3.5W

        Part Number                                      Description     

Description

Parameter

Thickness
of Gold-finger

      15 µ

Durability
Cycles

500 Times

Attenuation 
Option

Operating 
Temperature

 0~70°C

Supply 
Voltage

3.15~3.45 V

Data Rate

25 Gbps

Impedance

100±10 Ω

Power Option

0~2.5 W0~5.0 dB

CAB-ZSP-LB0

CAB-ZSP-LB3.5

CAB-ZSP-LB5

SFP28 electrical passive loopback 0dB     

SFP28 electrical passive loopback 3.5dB

SFP28 electrical passive loopback 5dB

CAB-ZSP-LB0PL1

CAB-ZSP-LB0PL2

CAB-ZSP-LB0PL2.5

Part Number                             Description      

SFP28 electrical passive loopback 0dB, 1W

SFP28 electrical passive loopback 0dB, 2W

SFP28 electrical passive loopback 0dB, 2.5W

        Part Number                                      Description     

Description

Parameter

Thickness
of Gold-finger

      15 µ

Durability
Cycles

500 Times

Attenuation 
Option

Operating 
Temperature

 0~70°C

Supply 
Voltage

3.15~3.45 V

Data Rate

10 Gbps

Impedance

100±10 Ω

Power Option

0~2.5 W0~5.0 dB

CAB-SFP-LB0

CAB-SFP-LB3.5

CAB-SFP-LB5

SFP+ electrical passive loopback 0dB     

SFP+ electrical passive loopback 3.5dB

SFP+ electrical passive loopback 5dB

CAB-SFP-LB0PL1

CAB-SFP-LB0PL2

CAB-SFP-LB0PL2.5

Part Number                             Description      

SFP+ electrical passive loopback 0dB, 1W

SFP+ electrical passive loopback 0dB, 2W

SFP+ electrical passive loopback 0dB, 2.5W

        Part Number                                      Description     

SFP+ Loopback

0~3.5 W


