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Description

Parameter

Thickness
of Gold-finger

       15 µ

Durability
Cycles

500 Times

Attenuation 
Option

Operating 
Temperature

 0~70°C

Supply 
Voltage

3.15~3.45 V

Data Rate

40 Gbps

Impedance

100±10 Ω

Power Option

0~5.0 dB

QSFP+ Loopback

SFP28 Loopback

CAB-QSFP-LB0

CAB-QSFP-LB3.5

CAB-QSFP-LB5

QSFP electrical passive loopback 0dB     

QSFP electrical passive loopback 3.5dB

QSFP electrical passive loopback 5dB

CAB-QSFP-LB0PL1

CAB-QSFP-LB0PL2.5

CAB-QSFP-LB0PL3.5

Part Number                             Description      

QSFP electrical passive loopback 0dB, 1W

QSFP electrical passive loopback 0dB, 2.5W

QSFP electrical passive loopback 0dB, 3.5W

        Part Number                                      Description     

Description

Parameter

Thickness
of Gold-finger

      15 µ

Durability
Cycles

500 Times

Attenuation 
Option

Operating 
Temperature

 0~70°C

Supply 
Voltage

3.15~3.45 V

Data Rate

25 Gbps

Impedance

100±10 Ω

Power Option

0~2.5 W0~5.0 dB

CAB-ZSP-LB0

CAB-ZSP-LB3.5

CAB-ZSP-LB5

SFP28 electrical passive loopback 0dB     

SFP28 electrical passive loopback 3.5dB

SFP28 electrical passive loopback 5dB

CAB-ZSP-LB0PL1

CAB-ZSP-LB0PL2

CAB-ZSP-LB0PL2.5

Part Number                             Description      

SFP28 electrical passive loopback 0dB, 1W

SFP28 electrical passive loopback 0dB, 2W

SFP28 electrical passive loopback 0dB, 2.5W

        Part Number                                      Description     

Description

Parameter

Thickness
of Gold-finger

      15 µ

Durability
Cycles

500 Times

Attenuation 
Option

Operating 
Temperature

 0~70°C

Supply 
Voltage

3.15~3.45 V

Data Rate

10 Gbps

Impedance

100±10 Ω

Power Option

0~2.5 W0~5.0 dB

CAB-SFP-LB0

CAB-SFP-LB3.5

CAB-SFP-LB5

SFP+ electrical passive loopback 0dB     

SFP+ electrical passive loopback 3.5dB

SFP+ electrical passive loopback 5dB

CAB-SFP-LB0PL1

CAB-SFP-LB0PL2

CAB-SFP-LB0PL2.5

Part Number                             Description      

SFP+ electrical passive loopback 0dB, 1W

SFP+ electrical passive loopback 0dB, 2W

SFP+ electrical passive loopback 0dB, 2.5W

        Part Number                                      Description     

SFP+ Loopback

0~3.5 W


